
CWSO / FG / BL

 » Visual and acoustic alarm devices

 » VdS approval (CWSO‑RR‑S1)

 » Optimised for use with D+H SHEV control panels

Performance features

Signal emitter   Alarm devices
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Type Art. No. Description 

CWSO‑RR‑S1 30.301.55 Signal emitter

 » 32 different sounds can be programmed

 » Acoustic signal emitter in accordance with 
EN 54‑3

 » VdS approval number: G 215015

 » Optional connection for activating a second sound

 » Synchronous sound output

 » Volume can be set in 2 levels on the device

Technical data

Supply 9 … 29 V DC / 0.03 A

Loudness 102.1 dB

Type of protection IP 21C

Colour Red  (~ RAL 3020) 

Diameter 100 mm

Weight 0.19 kg

Type Art. No. Description 

FG 42 30.901.60 Fire bell

 » Fire bell for the acoustic alarm

 » Max. 8x FG 42 to 2 ampere control panels

Technical data

Supply 24 V DC / 0.03 A

Loudness 93 dB

Type of protection IP 52

Colour Red  (~ RAL 3000) 

Diameter 150 mm

Weight 0.75 kg

Type Art. No. Description 

BL 41 30.901.00 Flashing light

 » Flashing lights, grey with orange‑coloured flash 
head

 » Suitable for outdoor installation

Technical data

Supply 24 V DC  / 0.25 A

Type of protection IP 54

Colour Orange 

Diameter 89 mm

Weight 0.25 kg
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